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DIVISION: 04 00 00—MASONRY 
Section: 04 71 00—Manufactured Brick Masonry 
Section: 04 73 00—Manufactured Stone Masonry 
 
REPORT HOLDER: 
 

DUTCH QUALITY STONE, INC. 
 
EVALUATION SUBJECT: 
 

DUTCH QUALITY STONE ADHERED VENEER 
 
1.0 EVALUATION SCOPE 

1.1 Compliance with the following codes: 

 2015 International Building Code® (IBC) 

 2015 International Residential Code® (IRC) 

 2013 Abu Dhabi International Building Code (ADIBC)† 
†The ADIBC is based on the 2009 IBC. 2009 IBC code sections referenced 
in this report are the same sections in the ADIBC.  

 Other codes (see Section 8.0) 

Properties evaluated: 

 Veneer strength and durability 

 Thermal resistance 

1.2 Evaluation to the following green code(s) and/or 
standards: 

 2016 California Green Building Standards Code 
(CALGreen), Title 24, Part 11 

 2015, 2012 and 2008 ICC 700 National Green Building 
Standard™ (ICC 700-2015, ICC 700-2012 and ICC 700-
2008) 

Attributes verified: 

 See Section 3.0 

2.0 USES 

Dutch Quality Stone Adhered Veneer is used as an 
adhered, nonload-bearing, exterior veneer on wood-framed 
or light gage steel stud walls, concrete walls or masonry 
walls.  

3.0 DESCRIPTION 

The veneer is a precast concrete product made to 
resemble natural stone in color and in texture. The 
concrete is composed of cement, aggregate, water, 
admixtures and coloring. The veneer units are molded and 
cured at the plant. The average saturated weight of the 
installed veneer units does not exceed 15 pounds per 

square foot (73.2 kg/m2). Recognized styles and 
accessories are as follows: 

Styles  Brick-Stone, Castle Stone, Cobbled 
Limestone, Drystack, Fieldstone, 
Ledgestone, Limestone, River Rock, Split 
Granite, Stackstone, Stack Ledge, Tuscan 
Ridge, Tuscany Veneer, Weather Ledge, 
Weathered Plank 4, Weathered Plank 6 

Accessories Row Locks 4x5, Row Locks 5.7, Half Brick, 
Full Brick, Flat Window Trim, Jack Arch 
Wings, Receptacle Block, Light Block, 
Water Hydrant, Circle Vent, Arch Top Vent, 
Address Block 

The stone veneer has an R-value of 0.42 when tested in 
accordance with ASTM C177 at a thickness of 1.5 inches 
(38 mm). 

The attributes of the stone veneer have been verified as 
conforming to the provisions of (i) CALGreen Section 
A4.405.1.3 for prefinished building materials and Section 
A5.406.1.2 for reduced maintenance; (ii) ICC 700-2015 
and ICC 700-2012 Sections 602.1.6 and 11.602.1.6 for 
termite-resistant materials and Sections 601.7, 11.601.7, 
and 12.1(A).601.7 for site-applied finishing materials; and 
(iii) ICC 700-2008 Section 602.8 for termite-resistant 
materials and Section 601.7 for site-applied finishing 
materials. Note that decisions on compliance for those 
areas rest with the user of this report. The user is advised 
of the project-specific provisions that may be contingent 
upon meeting specific conditions, and the verification of 
those conditions is outside the scope of this report. These 
codes or standards often provide supplemental information 
as guidance. 

4.0 INSTALLATION 

4.1 General: 

Installation of the veneer must comply with this report, the 
manufacturer’s published installation instructions, and the 
applicable code. The manufacturer’s published installation 
instructions must be available at the jobsite at all times 
during installation. In accordance with the code, the veneer 
can be installed over a lath and mortar scratch coat or 
directly to concrete and masonry. 

4.2 Installation over a Lath and Mortar Scratch Coat 
Over Framed Walls:  

The scratch coat must be installed over a water-resistive 
barrier complying with IBC Section 1405.10.1.1 or IRC 
Section R703.12.3, as applicable. Also, flashing must be 
installed as required by IBC Section 1405.10.1.2 or IRC 
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Sections R703.4 and R703.12.2, as applicable, including a 
foundation weep screed installed at the bottom of the stone 
veneer. The foundation weep screed must comply with, 
and be installed in accordance with, the requirements for 
flashing at foundation shown in IBC Section 1405.10.1.2.1 
or IRC Section R703.12.2, as applicable. The veneer must 
be installed with the clearances required by IBC Section 
1405.10.1.3 or IRC Section R703.12.1, as applicable. 

Lathing must comply with IBC Section 2510 (referenced 
from IBC Section 1405.10.1.4.1) or IRC Section R703.7.1 
(referenced from IRC Section R703.12). The scratch  
coat must be applied in accordance with IBC Section 
1405.10.1.4.2 and the veneer units must be adhered to the 
scratch coat in accordance with IBC Section 1405.10.1.4.3. 
The mortar used to adhere the veneer units to the scratch 
coat must comply with IBC Section 2103.2.4. 

4.3 Installation over Concrete and Masonry: 

Installation over concrete and masonry must comply  
with IBC Section 1405.10.1.5. When adhering the veneer 
units directly to the concrete or masonry, the supporting 
surfaces must be prepared in accordance with IBC Section 
2510.7, and the veneer units must be adhered to the 
supporting surface as described in Section 4.2. When 
adhering the veneer units to a lath and mortar scratch coat, 
the lathing and scratch coat preparation must comply with 
Section 4.2.   

5.0 CONDITIONS OF USE 

The Dutch Quality Stone adhered veneer described in this 
report complies with, or is a suitable alternative to what is 
specified in, those codes listed in Section 1.0 of this report, 
subject to the following conditions: 

5.1 Installation must comply with this report, the 
manufacturer’s published installation instructions and 
the applicable code. In the event of a conflict between 
the manufacturer’s published installation instructions 
and this report, this report governs. 

5.2 Expansion or control joints used to limit the effect of 
differential movement of supports are to be specified 
by the architect, designer or veneer manufacturer,  
in that order. Consideration must also be given to 
movement caused by temperature change, shrinkage, 
creep and deflection. 

5.3 In jurisdictions adopting the IBC, the supporting wall 
framing must be designed to support the installed 
weight of the veneer system, including stone veneer, 
scratch coat and setting bed, as applicable. At wall 
openings, the supporting members must be designed 
to limit deflection to 1/600 of the span of the supporting 
members. 

5.4 In jurisdictions adopting the IRC, where the seismic 
provisions of Section R301.2.2 apply, the average 
weight of the wall supporting the precast stone 
veneer, including the weight of the veneer system, 
must be determined. When this weight exceeds the 
applicable limits of IRC Section R301.2.2.2.1, an 
engineered design of the wall construction must be 
performed in accordance with IRC Section R301.1.3. 

5.5 Dutch Quality Stone Adhered Veneer is manufactured 
under a quality control program with inspections by 
ICC-ES. 

6.0 EVIDENCE SUBMITTED 

6.1 Data in accordance with the ICC-ES Acceptance 
Criteria for Precast Stone Veneer (AC51), dated 
January 2016. 

6.2 Report of testing in accordance with ASTM C177. 

7.0 IDENTIFICATION 

7.1 Each package of veneer is labeled or stamped with 
the manufacturer’s name (Dutch Quality Stone), the 
product name, style name and the evaluation report 
number (ESR-1942). 

7.2 The report holder’s contact information is the 
following: 

DUTCH QUALITY STONE, INC. 
POST OFFICE BOX 308 
MOUNT EATON, OHIO 44659 
(877) 359-7866 
www.dutchqualitystone.com 

8.0 OTHER CODES 

8.1 Evaluation Scope: 

In addition to the codes referenced in Section 1.0, the 
products described in this report were evaluated for 
compliance with the following codes: 

 2012, 2009 and 2006 International Building Code® (IBC) 

 2012, 2009 and 2006 International Residential Code® 
(IRC) 

The Dutch Quality Stone products addressed in Sections 
2.0 through 7.0 of this report comply with, or are suitable 
alternatives to what is specified in, the codes listed above, 
and must be installed in accordance with the 2015 IBC and 
IRC, as described in Section 4.0. 
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Safety Data Sheet (SDS) 

 

Product: Adhered Masonry Stone Veneer (AMSV) 

SDS No: 010 Preparation Date: 05/31/2015 

Version No.: 1.0 Revision Date: 12/07/2015 

 

SECTION 1. IDENTIFICATION OF THE MIXTURE AND SUPPLIER 

1.1 Product Identifier: 

Product name: Adhered Masonry Stone Veneer   

Product code: Various 

Formula: Mixture 

1.2 Relevant identified uses of the substance or mixture and uses advised against: 

Relevant identified uses: Interior or Exterior Wall or Surface Covering 

Uses advised against: Any use other than those recommended 

1.3 Details of the supplier of the safety data sheet: 

Manufacturer/Supplier Dutch QualityStone 

Street Address 1370 Grand Avenue, San Marcos, CA 

Country ID/Postcode USA/92078 

Customer service telephone: 760-736-3232/ 800-925-1491 

  

1.4 Emergency telephone number: 

Emergency telephone number: 877-347-8096 

Hours available: 24 hours a day / 7 days a week 

 
 

SECTION 2. HAZARDS IDENTIFICATION 

2.1 Classification of the mixture: 

Adhered Masonry Stone Veneer (AMSV) are defined by OSHA as an article (under normal 
conditions, no more than minute or trace amounts of a hazardous chemicals are released and the 
article does not pose a physical hazard or health risk to employees).   
 
An SDS not is required for articles; however, this SDS is provided to communicate hazards 
associated where activities related to the Adhered Masonry Stone Veneer (cutting, grinding, crushing, 
drilling or breaking) may result in the release of a hazardous substance in DUST. 
 
GHS Classification(s) for Adhered Masonry Stone Veneer according to OSHA Hazard 
Communication Standard (29 CFR 1910.1200) under normal handling conditions:  

 None 
 

http://www.dutchqualitystone.com/data
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GHS Classification(s) for dust generated from cutting, grinding, crushing, drilling or breaking 
of Adhered Masonry Stone Veneer according to OSHA Hazard Communication Standard (29 
CFR 1910.1200) under use conditions that may result in the release of hazardous substances: 

 Skin Corrosion/Irritation, Category 2 (H315) 
 Eye Damage/Irritation, Category 2 (H319) 
 Specific Target Organ Toxicity-Repeated Exposure (STOT-RE), Category 1 (H372) 

Note: The ASMV dust classifications are based on (1) individual ingredient classifications (i.e., Silica 
Sand [SiO2], pumice, expanded shale, expanded clay or expanded slate, Portland Cement, Fly Ash, 
etc.), (2) the final chemical composition of the AMSV (based on cement chemistry) and (3) the form of 
the material (dust).  Further, the Specific Target Organ Toxicity-Repeat Exposure is a conservative 
classification based on the potential presence of respirable crystalline silica. Dutch Quality Stone has 
not performed analysis for the presence of respirable crystalline silica under these handling 
conditions. 

 
Additional information: 
For full text of GHS Hazard statements (H-statements) and associated Precautionary statements (P-
statements), see below. 

2.2 Label elements 

The Hazard Pictograms, Signal Word and Precautionary Statements only apply to activities 
that may release hazardous substances from the AMSV (i.e., cutting / grinding / crushing / 
drilling / breaking).   
 
No Hazard Pictograms, Signal Word or Precautionary Statements are applicable to the 
Adhered Masonry Stone Veneer. 
 
Hazard Pictograms that apply to the dust generated from cutting, grinding, crushing, drilling 
or breaking of the Adhered Masonry Stone Veneer: 
 
 
 
 
 
 
 

Signal Word: Danger 

Hazard Statements: 

(For AMSV Dust 
Generated from 
Cutting, Grinding, 
Crushing, Drilling or 
Breaking) 

H315: Causes skin irritation. 
H319: Causes eye irritation. 

H372: Causes damage to lungs through prolonged or repeated 
inhalation exposure. 

Precautionary Statements: 

(For AMSV Dust 
Generated from 
Cutting, Grinding, 
Crushing, Drilling or 
Breaking) 

P260: Do not breathe dust. 
P270: Do not eat, drink or smoke while using this product. 
P271: Use only outdoors or in a well-ventilated area. 
P264: Wash thoroughly after handling. 
P280: Wear protective gloves/protective clothing/eye 

protection/face protection. 
P302 + P352: IF ON SKIN: Wash with plenty of water. 
P304 + P340: IF INHALED: Remove person to fresh air and keep 

comfortable for breathing. 
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P305 + P351 + P338: IF IN EYES: Rinse cautiously with water for 
several minutes. Remove contact lenses, if present and easy 
to do. Continue rinsing. 

P314: Get medical advice/attention if you feel unwell. 
P321: See the SDS for specific treatment. 
P332 + P313: If skin irritation occurs, get medical advice/attention. 
P337 + 313: If eye irritation persists, get medical attention. 
P362 + P364: Take off contaminated clothing and wash before 

reuse. 
P501: Dispose of generated dust in accordance with local / 

regional / national / international regulations. 

2.3 Other hazards related to AMSV dust generated from cutting, grinding, crushing, 
drilling or breaking of adhered masonry stone veneer.  

Listed Carcinogens: Silica dust (respirable, crystalline fraction) in the form of quartz. 

IARC: Yes NTP: Yes OSHA: No Other: No (European Union) 

Hazardous Properties: Dust generated from cutting, grinding, crushing, drilling or breaking 
may cause eye damage and skin irritation.  May be irritating to 
respiratory tract.  Respirable crystalline silica may cause damage to 
lungs upon repeated inhalation exposures. 

 
 

SECTION 3. COMPOSITION / INFORMATION ON INGREDIENTS 

3.1 Description of the mixture: 

The product is a solid concrete block that, when subjected to cutting, grinding, crushing, drilling or 
breaking, may form hazardous dusts. 

3.2 Hazardous Ingredients: 

Name CAS No. Weight % 
GHS Classification per OSHA Hazard 
Communication (29 CFR 1900.1200) 

Silica dioxide (quartz) 14808-60-7 0-90% STOT-RE, Category 1 (H372)* 

Portland Cement 65597-15-1 8-15% Skin Corrosion/Irritation, Category 2 (H315) 
Eye Damage/Irritation, Category 1 (H318) 
STOT-Single Exposure, Category 3 (H335)  

Fly Ash 

  

68131-74-8 0-4% STOT-RE, Category 1 (H372*) 

 

Iron Oxide Pigments              

  

001309-37-1 0-1% Not considered a hazardous ingredient. 

*  The Specific Target Organ Toxicity-Repeat Exposure (STOT-RE) is a conservative classification based on the 
presence/potential presence of respirable crystalline silica. 

 
 

SECTION 4. FIRST AID MEASURES 

4.1 Description of first aid measures: 
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Inhalation: If dust generated from cutting, grinding, crushing, drilling or breaking is 
inhaled, remove person to fresh air and keep comfortable for breathing.  Get 
medical attention if respiratory symptoms persist. 

Skin contact: If dust generated from cutting, grinding, crushing, drilling or breaking is on 
skin, wash with soap and water.  Get medical advice/attention if irritation 
occurs/persists. 

Eye contact: If dust generated from cutting, grinding, crushing, drilling or breaking is in 
eyes, rinse cautiously with water for several minutes.  Get medical 
advice/attention if irritation occurs/persists. 

Ingestion: No specific first aid measures are required. 

4.2 Most important health effects related to AMSV dust generated from cutting, 
grinding, crushing, drilling or breaking, both acute and delayed: 

Acute effects: Direct exposure to dust generated from cutting, grinding, crushing, drilling or 
breaking may cause eye damage/irritation, skin irritation and respiratory 
irritation.  Dust can dry and irritate the skin and cause dermatitis.  Can 
irritate eyes and skin through mechanical abrasion. 

Delayed effects: Chronic exposure to inhaled dust generated from cutting, grinding, crushing, 
drilling or breaking may cause lung damage from repeated exposure.  
Chronic inhalation of dusts containing free crystalline silica may result in 
silicosis. 

4.3 Indication of any immediate medical attention and special treatment needed: 

Seek first aid or call a doctor if contact with dust generated from cutting, grinding, crushing, drilling or 
breaking with eyes occurs and irritation remains after rinsing. 
 
 

SECTION 5. FIREFIGHTING MEASURES 

5.1 Extinguishing Media: 

Suitable extinguishing media: Product is not flammable.  Use extinguishing media 
appropriate for surrounding fire. 

Unsuitable extinguishing media: Not applicable; the product is not flammable. 

5.2 Special hazards arising from the substance or mixture: 

Hazardous combustion 
products: 

None known. 

5.3 Advice for firefighters: 

Special protective equipment 
and precautions for firefighters: 

As with any fire, wear self-contained breathing apparatus, 
MSHA/NIOSH (approved or equivalent) and full protective 
gear. 

 
 

SECTION 6. ACCIDENTAL RELEASE MEASURES 
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6.1 Personal precautions, protective equipment and emergency procedures associated 
with AMSV dust generated from cutting, grinding, crushing, drilling or breaking: 

For Non-Emergency Personnel:  

Protective equipment: In case of exposure to dust generated from cutting, grinding, 
crushing, drilling or breaking, wear specified protective 
equipment. (See Section 8). 

Emergency procedures: Avoid the creation of dust generated from cutting, grinding, 
crushing, drilling or breaking.  Use scooping, 
water/flushing/misting or vacuum cleaning systems. Wet 
methods of cutting, grinding, crushing, drilling or breaking 
are the preferred method of controlling dust. 

 

For Emergency Responders:  

Protective equipment: In case of exposure to dust generated from cutting, grinding, 
crushing, drilling or breaking, wear specified protective 
equipment.  In case of fire, use self-contained breathing 
apparatus with full face mask. 

6.2 Environmental Precautions 

Discard any product or dust residue in compliance with local regulations. 

6.3 Methods and material for containment and cleaning up: 

For containment and 
cleaning up: 

After cutting, grinding, crushing, drilling or breaking activities, use 
scooping, water spraying/flushing/misting or ventilated vacuum 
cleaning system to clean up dust generated from cutting, grinding, 
crushing, drilling or breaking.  Use closed containers.  Do not use 
pressurized air to clean dust. 

Other information: Take measures to avoid dust formation during cutting, grinding, 
crushing, drilling or breaking activities. 

 
 

SECTION 7. HANDLING AND STORAGE 

7.1 Precautions for safe handling: 

Protective measures: Avoid contact with dust generated from cutting, grinding, crushing, 
drilling or breaking with skin, eyes, and clothing.  Avoid breathing 
dust.  Wash thoroughly after handling.  Wet methods of cutting, 
grinding, crushing, drilling or breaking are the preferred method of 
controlling dust. 

Measures to prevent 
fires: 

Not applicable; material is non-flammable. 

Measures to prevent dust 
generation: 

Vacuum, scoop, or use water mist/spray/flush to remove generated 
dust during cutting, grinding, crushing, drilling or breaking activities.  
Do not use pressurized air. Wet methods of cutting, grinding, 
crushing, drilling or breaking are the preferred method of controlling 
dust. 

Measures to protect the 
environment: 

Not applicable; material is not an environmental hazard. 
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Advice on general 
occupational hygiene: 

Practice good housekeeping.  Avoid formation of dust generated 
from cutting, grinding, crushing, drilling or breaking.  Do not breathe 
dust.  Use adequate exhaust ventilation, dust collection and/or water 
mist to maintain airborne dust concentrations below permissible 
exposure limits.  Respirable crystalline silica dust may be in the air 
without a visible dust cloud.  In case of insufficient ventilation, wear 
a NIOSH approved respirator for silica dust when using, handling, 
storing or disposing dust from this product.  Do not permit dust to 
collect on walls, floors, sills, ledges, machinery, or equipment.  
Maintain and test ventilation and dust collection equipment.  Wash 
or vacuum clothing that has become dusty.  Avoid eating, smoking, 
or drinking while handling the material.   

7.2 Conditions for safe storage, including any incompatibilities: 

Storage conditions: Minimize dust produced during loading and unloading. 

 
 

SECTION 8. EXPOSURE CONTROLS / PERSONAL PROTECTION 

8.1 Control parameters applicable to AMSV dust generated from cutting, grinding, 
crushing, drilling or breaking: 

United States 

OCCUPATIONAL EXPOSURE LIMITS FOR HAZARDOUS SUBSTANCES IN THE WORKPLACE 

SUBSTANCE 

OSHA PEL 
TWA / STEL 

(mg/m3) 

NIOSH REL 
TWA / STEL 

(mg/m3) 

ACGIH TLV  
TWA / STEL 

(mg/m3) 

CAL -  
OSHA PEL 

(mg/m3) 

Calcium Oxide 5 2 2 - 

Crystalline Silica 

Total 
Quartz 

30 ÷ (%SiO2+2)  

(Total Quartz) 
- - 0.3  

Respirable 

Crystalline 

Silica 
10 ÷ (%SiO2+2) 0.05 

0.025 

(α-quartz & 

cristobalite) 

0.1 

Cristobalite - 0.05 

0.025 

(α-quartz & 

cristobalite) 

0.05 

(respirable) 

Particulates Not 
Otherwise 
Regulated 

Total 15 15 - 10 

Respirable 5 5 - 5 

8.2 Exposure controls: 

8.2.1. Exposure Controls 

Engineering controls: Ventilation should be adequate to maintain the ambient workplace 
atmosphere below the exposure limit(s).  Use general and local 
exhaust ventilation and dust collection systems as necessary to 
minimize exposure to dust generated from cutting, grinding, 
crushing, drilling or breaking.  Wet methods of cutting, grinding, 
crushing, drilling or breaking are the preferred method of controlling 
dust. 
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8.2.2. Personal Protective Equipment 

Respiratory protection: Wear a NIOSH/MSHA approved particulate respirator if exposure to 
dust generated from cutting, grinding, crushing, drilling or breaking 
is unavoidable and where occupational exposure limits may be 
exceeded.  If airborne dust exposures exceed the PEL or TLV, a 
self-contained breathing apparatus or airline respirator is 
recommended. 

Eye and face protection: If eye contact with dust generated from cutting, grinding, crushing, 
drilling or breaking is anticipated, wear protective glasses with side 
shields.  Avoid contact lenses. 

Hand and skin 
protection: 

Wear gloves and protective clothing to minimize skin contact with 
dust generated from cutting, grinding, crushing, drilling or breaking.  
Wash hands with soap and water after contact with material. 

Foot protection: Wear American National Standards Institute (ANSI) approved hard-
toed safety shoes when handling AMSV. 

 

8.2.3. Environmental Exposure Controls 

Instructions to prevent 
exposure: 

No special requirements.  Discard any product or dust residue in 
compliance with local regulations. Wet methods of cutting, grinding, 
crushing, drilling or breaking are the preferred method of controlling 
dust. 

 
 

SECTION 9. PHYSICAL AND CHEMICAL PROPERTIES 

9.1 Information on basic physical and chemical properties: 

Property Value Property Value 

Appearance: Simulated Stone Lower Explosive Limit 
(LEL): 

Not applicable 

Odor Odorless Vapor Pressure (Pa): Not applicable 

Odor threshold Not applicable Vapor Density: Not applicable 

pH (25°C): Not available Relative Density/Specific 
Gravity: 

1.4 – 1.6 

Melting/Freezing Point 

(°C): 
Not applicable Water Solubility: Negligible 

Initial Boiling Point (°C): Not applicable Partition Coefficient: n-
octanol/water: 

Not applicable 

Boiling Range (°C): Not applicable Auto-ignition 

Temperature (°C): 
Not applicable 

Flash Point(°C): Not applicable Decomposition 

Temperature (°C): 

Not available 

Evaporation Rate: Not applicable Viscosity: Not applicable 

Flammability (solid, gas): Not combustible Explosive Properties: Not applicable 
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Property Value Property Value 

Upper Explosive Limit 
(UEL): 

Not applicable Oxidizing Properties: Not applicable 

 

SECTION 10. STABILITY AND REACTIVITY 

 

10.1 Reactivity Stable inert material 

10.2 Chemical stability Stable inert material 

10.3 Possibility of hazardous reactions None known. 

10.4 Conditions to avoid None known 

10.5 Incompatible materials None known 

10.6 Hazardous decomposition products None known 

 
 

SECTION 11. TOXICOLOGICAL INFORMATION 

11.1 Information on toxicological effects: 

Acute toxicity: No data is available on the AMSV dust generated from cutting, 
grinding, crushing, drilling or breaking.  No ingredients within the 
mixture exhibit acute toxicity. 

Skin corrosion/irritation: Contact with dust may cause skin irritation. 

Serious eye damage / 
irritation: 

Eye Irritant.  Eye contact with dust generated from cutting, grinding, 
crushing, drilling or breaking may cause eye irritation. 

Respiratory or skin 
sensitization: 

No data is available on the AMSV dust generated from cutting, 
grinding, crushing, drilling or breaking.  No ingredients exhibit 
sensitization effects. 

Germ cell mutagenicity: No data is available on the AMSV dust generated from cutting, 
grinding, crushing, drilling or breaking.  No ingredients exhibit 
mutagenic effects. 

Carcinogenicity: No data is available on the AMSV dust generated from cutting, 
grinding, crushing, drilling or breaking.  Crystalline silica (respirable) 
has been identified as a carcinogen by IARC and NTP. 

Reproductive toxicity: No data is available on the AMSV dust generated from cutting, 
grinding, crushing, drilling or breaking.  No ingredients exhibit 
reproductive toxicity. 

STOT single exposure: No data is available on the AMSV dust generated from cutting, 
grinding, crushing or drilling.   
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STOT repeated exposure: No data is available on the repeated inhalation of AMSV dust 
generated from cutting, grinding, crushing, drilling or breaking. 
Repeated inhalation of AMSV dust generated from cutting grinding, 
crushing or breaking may cause lung damage if respirable 
crystalline silica is present.  Crystalline silica (respirable) has been 
shown to cause silicosis after repeated exposure. 

Aspiration hazard: Not applicable, the material is a not a liquid. 

SECTION 12. ECOLOGICAL INFORMATION 

No data available on the AMSV dust generated from cutting, grinding, crushing, drilling or breaking. 
 
 

SECTION 13. DISPOSAL CONSIDERATIONS 

Considered a non-hazardous waste.  Follow applicable federal, state and local regulations. 
 
 

SECTION 14. TRANSPORT INFORMATION 

 

Regulatory Entity   

US DOT Shipping Name Not regulated 

Hazard Class Not regulated 

ID Number Not regulated 

Packing Group Not regulated 

 
 

SECTION 15. REGULATORY INFORMATION 

15.1  Safety, health and environmental regulations / legislation specific to the mixture: 

United States Regulations   

Toxic Substances Control Act 
(TSCA) Inventory Status 

All components of this product are listed on the TSCA 
Inventory or are exempt from listing. 

SARA (Section 311/312)  Reactive Hazard No 

Pressure Hazard No 

Fire Hazard No 

Immediate/Acute Toxicity No 

Delayed/Chronic Toxicity Yes – respirable crystalline silica 

SARA Section 313 
Information: 

This product does not contain any toxic chemicals listed under 
313 of the Emergency Planning and Community Right-to-Know 
Act of 1986 (EPCRA). 

Clean Air Act (CAA) This product does not contain any toxic chemicals listed under 
the CAA at concentrations greater than 0.1%. 

VOC Content (weight %). 0 wt. % 
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United States Regulations   

Volatile Organic Compounds 
(VOCs) 

Remarks: Estimated 

State Right-to-Know Status California Prop. 65: Crystalline Silica. 

 Massachusetts: Silica, Crystalline-Quartz; 
Calcium oxide; Calcium 
carbonate (Limestone); Portland 
cement; Iron oxide dust. 

 New Jersey Silica, Crystalline-Quartz; 
Calcium oxide; Calcium 
carbonate (Limestone); Cement, 
Portland, Chemicals; Iron oxide. 

 Pennsylvania: Quartz (silica dioxide); Calcium 
oxide; Calcium carbonate 
(Limestone); Cement, Portland, 
Chemicals; Iron oxide. 

 
Dispose of all waste product and containers in accordance with federal, state and local 
regulations. 
 
 

SECTION 16. OTHER INFORMATION 

16.1 Indication of changes: 

Initial SDS prepared on 04-07-2015; Revised 12/07/2015 
 

16.2 Abbreviations and acronyms: 

AMSV Adhered Masonry Stone Veneer 
ANSI: American National Standards Institute 
CAA: Clean Air Act 
Cal/OSHA: California Department of Industrial Relations - Division of Occupational Safety and 

Health  
CAS: Chemical Abstract Service Registry Number 
CFR:  Code of Federal Regulations 
CWA:  Clean Water Act 
GHS: Globally Harmonized System of Classification and Labeling 
HMIS: Hazardous Materials Identification System 
IARC:  International Agency for Research on Cancer 
LEL: Lower explosive limit 
MSHA: Mine Safety and Health Administration 
NA: Not Applicable 
NIOSH: National Institute of Occupational Safety and Health 
NTP: National Toxicology Program 
OSHA: Occupational Safety and Health Administration 
Pa: Pascal  
PEL: Permissible exposure limit 
SARA: Superfund Amendments and Reauthorization Act 
SDS: Safety data sheet 
STEL: Short-term exposure limit  
STOT-RE: Specific target organ toxicity-repeated exposure 
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STOT-SE: Specific target organ toxicity-single exposure 
TLV: Threshold limit value  
TSCA: Toxic Substances Control Act  
TWA: Time-weighted average  
UEL: Upper explosive limit 
USA: United States of America 
US DOT: United States of Department of Transportation 
VOC: Volatile organic compound 

16.3 Other hazards: 

Hazardous Materials Identification System (HMIS) Degree of hazard: 0 = low, 4 = extreme 

Health: 1* Flammability: 0 Reactivity: 0 

* Dust generated from cutting, grinding, crushing, drilling or breaking activities may result in a chronic health 
hazard (Category 3 Health Hazard) 

Personal Protection: B     

 
 
Disclaimer: 
This SDS has been prepared in accordance with the Hazard Communication Rule 29 CFR 
1910.1200. Information herein is based on data considered to be accurate as of date prepared.  No 
warranty or representation, express or implied, is made as to the accuracy or completeness of this 
data and safety information. No responsibility can be assumed for any damage or injury resulting from 
abnormal use, failure to adhere to recommended practices, or from any hazards inherent in the 
nature of the product. 
 
 

— End of Safety Data Sheet (SDS) — 
 




